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Thermocouple :  

 others  ____________________

Number of 
Thermocouples:        

Wire Strength:                 0.35 mm             0.5 mm

Connection Head:          A      AUS             AUZ            AUSH            AUZH
                B      BUS             BUZ            BUSH            BUZH
                MA

others   ____________________
    
                                               You can find more information about our connection heads on 

         page 142.

Flange:                    without
 with

Holding Tube:                  steel     
            mat.-no.: 1.4571                mat.-no.: 1.0305

                           heat resistant steel 
            mat.-no.: 1.4749                   mat.-no.:  1.4762
            mat.-no.: 1.4841                   mat.-no.:  2.4816

Holding Tube Dim.:        15.0 x 2.0 mm              22.0 x 2.0 mm   
 32.0 x 2.0 mm
 others  ____________________

Holding Tube            please specify _______________________ mm
 Length "L2":

Insolation Rod:                 standard            testable

Straight Thermocouple with ceramic outer protection tube

 single                            double                         triple

Type S  (Pt10Rh-Pt)

Type R (Pt13Rh-Pt)

Type B (Pt30Rh-Pt6Rh)

according to 
DIN EN 60584 

example of flange system
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Inner Protective                    ceramic C610
Tube:                                      ceramic C799

                      without

Protective Tube:                    ceramic C530
                      ceramic C610
                      ceramic C799

Protective Tube                     10.0 x 7.0 mm               10.0 x 6.0 mm
Dimensions:                       15.0 x 11.0 mm               15.0 x 10.0 mm

                      24.0 x 19.0 mm               24.0 x 18.0 mm
               special dimensions on request   

Nominal Length "L1":  please specify_______________ mm

Accessories:                       gas-tight threaded sleeve
                      vacuum flange KF
                      thermocouple insert, vacuum-sealed

Temperature Range:    in gaseous media:
Type S, R Wire thickness 0.35 mm up to 1,350 °C, 
0.5 mm up to 1,600 °C; type B wire st. 0,35 mm up to 
1,600 °C, 0.5 mm to 1,800° C

Quantity:                ____________________ piece(s)
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Thermocouples
High Temperature Thermocouple
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