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Straight Thermocouple with ceramic protection tube and
 platinum sleeve

Thermocouple:  

                 others  ____________________

Number of 
Thermocouples:        

Wire Strength:                      0.35 mm                      0.5 mm     0.8 mm
                  others   ____________________     

Connection Head:            A         AUS             AUZ            AUSH            AUZH
 B       BUS              BUZ  BUSH            BUZH
 MA
 others   ____________________

            You can find more information about our connection heads on 

              page 142.

Flange:                     without
  with

           
Retaining Tube:                 steel   mat.-no. 1.4841              mat.-no. 1.4893

                 others _______________

Retaining Tube                 15.0 x 2.,0 mm                  22.0 x 2.0 mm
 Dimension  "D1":             32.0 x 2.0 mm                26.67 x 2.87 mm

                 others ______________

Retaining Tube
length  "L1":           please specify _______________ mm

Protective Tube:               C610             C799                          SSIC
                 others _______________________            

Type S  (Pt10Rh-Pt)

Type R (Pt13Rh-Pt)

Type B (Pt30Rh-Pt6Rh)

according to 
DIN EN 60584 

 single                        double                             triple
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Thermocouples

High Temperature Thermocouple

Beispiel Anschlusskopf-Formenexamples of connection head forms

Protective Tube                    15.0 x 10.0 mm                 16.0 x 12.0 mm
 Dimensions "D2":                  18.0 x 13.0 mm                 20.0 x 15.0 mm 

                      24.0 x 18.0 mm 
                              Special dimensions on request  

Insolation Rod:                      standard                       testable       

Inner Tube:                        C610       C799
                      C530       without

Platinum Sleeve:                   PtRh90/10              Pt-DPH              PtRh90/10 DPH

Platinum Sleeve
Dimensions:                  Outer Diameter ”D3” ______________________ mm

                 Wall thickness  ________________________ mm
                  Length ”L2” ____________________ mm visible

Nominal Length "L3":     please specify_______________ mm

Connection Wire:         without
                       E-Fibreglass silk, Ø approx. 2.0 x 1.5 mm² (400 °C,
        for a short time to 500 °C)
                       others ______________________ 

                 Further possibilities and more information about our 

                                                         wire range can be found starting on page 122.

Wire Length "L4":           please specify_______________ mm

Termination:                        standard plug
                       high-temperature standard plug
                       ceramic standard plug
              

Accessories:                       bend protection
                       jack

Measuring Point:             From the measuring tip
                 MP1  ___________________ mm
                 MP2  ___________________ mm
                 MP3  ___________________ mm 

Quantity:                   ____________________ piece(s)             
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